
VIDEO SELECTION GUIDE - Fiber Optic

N/A

N/ATransmitters

Receivers

N/A

N/A

N/A

N/A

VT14130
VT14150

VT/VR1530WDM

VDT/VDR1535

VDT/VDR14130WDM

VR14130
VR14150

N/A

VDT/VDR1535

VT1101M

VT1101M-AC 
SERIES

VT1001

VR1000

VT4000M SERIES
VT4000 SERIES

VT14120

VR4000 SERIES

VR14120

VT/VR1500 SERIES

VT/VR1900 SERIES

VT/VR1505-CC
VDT/VDR1505

VT/VR1505 Series
VDT/VDR1505

VT4025M
VT4000 SERIES

VR4030

VT/VR1930WDM

Commercial
Quality Video

(AM)

Professional
Quality Video

(FM)

Broadcast
Quality Video

(Digital)

Digital Video
with

Control Data

Multiple
Data

Channels

VR1100

VR1001

VR2100

Mini Transmitter
Camera Mount

Data on
Twisted Pair

Up-the-Coax

Mini TX w/24 VAC
Input

Dual
Transmitter

Fixed Video

Automatic Gain
Control

Manual Gain Dual
Independent

Automatic Gain Dual
Independent

Up-the-Coax

Two-Way Data

Manual Gain

Transmitter

Transmitter

Receiver

Receiver

One-Way Data

Two-Way Data

Contact Closure

MULTIMODE SINGLEMODE

Video with
PTZ Control

VDT/VDR14120WDM

VDT/VDR14330WDMTwo-Way Data N/A

JCD
Coordonées



VIDEO SELECTION GUIDE

VT/VR7230VT/VR7220

Video
Only

Video with
Data

Channels

Video with
Data and/or

Audio

2-Channel

VT/VR7430VT/VR7420

VT/VR7420-2DRDT

4-Channel

VT/VR7830VT/VR78208-Channel

VT/VR71230-R3N/A12-Channel

VT/VR71630-R3VT/VR71620-R316-Channel

VT/VR72030-R3N/A20-Channel

VT/VR72430-R3N/A24-Channel

VT/VR72830-R3N/A28-Channel

VT/VR73230-R3N/A32-Channel

VT/VR7230-2DRDTVT/VR7220-2DRDT2-Channel

VT/VR7430-2DRDT4-Channel

VT/VR7830-2DRDTVT/VR7820-2DRDT8-Channel

VT/VR71230-2DRDTN/A12-Channel

VT/VR71630-2DRDTN/A16-Channel

VT/VR72030-2DRDTN/A20-Channel

VT/VR72430-2DRDTN/A24-Channel

VT/VR72830-2DRDTN/A28-Channel

VT/VR73230-2DRDTN/A32-Channel

Video
Multiplexers

MULTIMODE SINGLEMODE

Available — Consult IFS Design Center

JCD
Coordonées




DATA SELECTION GUIDE

Data and
 Control

Applications

RS-232/422

Data Only

Data w/ Handshake

RS-485

2-Wire
(Half Duplex)

Contact
Closure

Point-to-Point

Drop & Repeat

Drop & Repeat

Self-Healing Ring

D1000 SERIES
D9100E SERIES

D2300 SERIES

D1300 SERIES

D19100SHR 

D2100 SERIES
D9100 SERIES

D9200 SERIES

D1030 SERIES
D9130E

8-Channel
Contact Closure

DT/DR3000 DT3025
DR3030

Self-Healing Ring D19100SHR SERIES
D19130SHR 

 

D2325

D1325

D19130SHR

Point-to-Point D1315 SERIES D1315-SM

Drop & Repeat D2315 SERIES D2315-SM

Self-Healing Ring
D19110SHR 
D19120SHR

D19130SHR 

Bi-Directional
Contact Closure

D1810 N/A

Transceiver D1200 SERIES D1225
D1230

10/100 Mbs
Transceiver

D7120 Series 
DE7200-M

D7130WDM
DE7200-S

10/100 Mbs
Repeater

D7420 Series 
DE7100-MM

D7430WDM
DE7100-SS

D2125
D9130

D9230 SERIES

Repeater

4-Wire
(Full Duplex)

Ethernet

T1/E1

Bi-Directional
Contact Closure

Multiple
Channels

Point- 
to-Point

Repeater

Point- 
to-Point

10/100 Mbs
Transceiver D7600-MM-X D7600-SS-XManaged

Switch

MULTIMODE SINGLEMODE

JCD
Coordonées




Fixed Video

Professional
Video

Transmitter

Receiver Passive

Active

1 CH

Commercial
Video

Transmitter

Receiver

VTPT1000M
VTPT1000P

VTPR4010RJ

VTPT1000M
VTPT1000P

N/A

VTPT1000M
VTPT1000P

N/A

VTPT1000M
VTPT1000P

VTPR1000

VTPT1000M
VTPT1000P

N/A

N/A

N/A

VTPT1000M
VTPT1000P N/A N/A

N/A VTPR1100 VTPR1100

2 CH N/A VTPR2100 VTPR2100

4 CH N/A VTPR4100RJ VTPR4100RJ

8 CH N/A CPTPR4-2100 CPTPR4-2100

16 CH N/A CPTPR8-2100 CPTPR8-2100

32 CH N/A CPTPR8-4100RJ CPTPR8-4100RJ

Up-the-Coax

Video with
PTZ Control

Transmitter

Receiver

Video with
Control Data

Up to 750 ft.
of CAT5 UTP

Up to 1500 ft.
of CAT5 UTP

Up to 3000 ft.
of CAT5 UTP

Transmitter

Receiver

VTPT1000M
VTPT1000P

N/A

VTPT1000M
VTPT1000P

N/A

VTPT1000M
VTPT1000P

VTPR1900

VTPT1000M
VTPT1000P

VTPR1505

VTPT1000M
VTPT1000P

VTPR1900

N/A

N/A

VIDEO & DATA SELECTION GUIDE - CopperLine™ UTP Transmission Products

JCD
Coordonées



